No warranty of any kind

The City of Wichita Falls assumes no responsibility
results or damages resulting from its use.
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INTERCEPTOR SWALE GENERAL NOTES:

1. ALL TREES, BRUSH, STUMPS, OBSTUCTIONS AND OTHER MATERIAL SHALL BE REMOVED AND
DISPOSED OF SO AS NOT TO INTERFERE WITH THE PROPER FUNCTIONING OF THE SWALE.

2. THE SWALE SHALL BE EXCAVATED OR SHAPED TO LINE, GRADE AND CROSS—SECTION AS
REQUIRED TO MEET CRITERIA SPECIFIED HEREIN AND BE FREE OF BANK PROJECTIONS OR
OTHER IRREGULARITIES WHICH WILL IMPEDE NORMAL FLOW.

3. ALL EARTH REMOVED AND NOT NEEDED IN CONSTRUCTION SHALL BE DISPOSED OF IN AN
APPROVED SPOILS SITE SO THAT IT WILL NOT INTERFERE WITH THE FUNCTIONING OF THE
SWALE.

4. DIVERTED RUNOFF FROM A DISTURBED OR EXPOSED UPLAND AREA SHALL BE CONVEYED
TO A SEDIMENT TRAPPING DEVICE.

5. THE ON-SITE LOCATION MAY NEED TO BE ADJUSTED TO MEET FIELD CONDITIONS IN ORDER
TO UTILIZE THE MOST SUITABLE OUTLET.

6. STABILIZATION IS REQUIRED WHEN VELOCITIES EXCEED 6 FEET PER SECOND OR WHEN
GRADES EXCEED 2.0%. STABILIZATION SHALL BE CRUSHED STONE PLACED IN A LAYER OF AT
LEAST 3 INCHES THICKNESS OR HIGH VELOCITY EROSION CONTROL MATTING. VEGETATION MAY
BE USED FOR VELOCITIES LESS THAN 6 FEET PER SECOND.

7. MINIMUM COMPACTION FOR THE SWALE SHALL BE 90 PERCENT STANDARD PROCTOR.
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The use of this standard is governed by the City of Wichita Falls Engineering Department.
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